October 18, 2019

Re: Emerald BioEnergy, LLC
Response to Notice of Violation (NOV)
NPDES

Morrow County

4IN00204

Mark E. Stump, P.E

Environmental Supervisor

Ohio EPA Division of Surface Water
Subject: Response to NOV

Mr. Stump,

Please see Renergy’s responses below to the NOV sent to us on October 8, 2019. We have also attached
additional documents as referenced in the responses below.

{a} Yiolstion Desoription: During the nspection on October 4 2018, blosolids were found on the surface of
the field in severa! locations desplte the reguirement o inject or immediately incorporate the biosolids,
{in} Additional Information: The site suthorization ssusd on July 31, 2013, includes the Tollowing speacisl

condition: "All biosolids beneficially used at these sites shall be injected beneath the surface of the ground or
immediately incorporated into the seil”

{o} Regussted Action: Please submit 2 plan detailing the proceduras that will be followed during the land
application of blosolids at authorized beneficial use sites to ensure that biosolids do not remain on the fleld
surface when injection or immediate incorporation is reguired. Flease include best management practicss in
thiz plen for injecting or incorporating 2t sites that have a cover ¢rop.

Renergy Response to Requested Action:

Renergy and our contractors go above and beyond to inject and incorporate our liquid fertilizer at all times.
Knowing that the head-lands, where the tractor turns around, can be problematic, we take specific measures
to revisit each turn site and incorporate via plow. We have always followed industry best practices to fully
inject the liquid fertilizer with the best agricultural equipment and methods available.

In response to your requested action, we have attached our recently updated Land Application SOP to further
detail procedures to be followed by our contractors and will review the document with them in person. We
will attach the updated SOP and highlight the additions for your review. Specifically, we have added sections
on checking field conditions prior to land application to ensure moisture levels are appropriate and will not
result in pooling and reiterated that all land application equipment should be calibrated on a regular basis.

Sincerely,
Ashleigh Lemon

,(VW L ameon
Communications and Sustainability Specialist
Renergy, Inc.
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RENERGY

Land application Standard Operating Procedures and Restrictions
According to OAC 3745-40-08

- Beneficial Use Land Application (BUA) of Class B Biosolids shall be done in
accordance to all regulations described in the Ohio Administrative Code 3745-
40. Class B Biosolids may be utilized at an agronomic rate that is specific for
each beneficial use site.

- Agronomic rates will be calculated utilizing the OEPA ARC sheets and an ARC
summary provided to contracted operators prior to any land application event by
Renergy. ARC’s and ARC Summaries will be completed and stored digitally on
our BOX file storage system. The ARC summary as well as field maps will be
supplied to contractors before scheduled land application

- Check Field Conditions Before and After

e Just prior to biosolids application, check the condition of the fields for
wetness and adequate access. Scheduled applications may have to be
postponed due to weather restrictions or 100% saturated soil conditions
in the top few inches.

e After land application is complete, check field areas where pooling could
most likely occur. If pooling exists land application operator will till area
to ensure injection.

- Land application equipment should be desighed and maintained to ensure
that biosolids are applied evenly across the field at the proper application
rate.

Application equipment (box spreaders or liquid applicators) should be
calibrated regularly, at least once a year, and files to be stored by land
application contractors.

- Precipitation Prohibitions and Restrictions

o Beneficial Use of Class B Biosolids shall not be applied during a
significant and prolonged precipitation event.

o For BUA sites with a dominant soil hydrological group A-C
= [f there is at least a 50% chance of precipitation over 12", surface

application of Class B Biosolids may not be applied within 24
hours prior to the expected time of the rainfall event.

= Class B Biosolids may be applied within 24 hours of a 2" rainfall
(chance of 50% or greater) if the method of application is
through injection.
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o For BUA sites with a dominant soll hydrological group D
= [fthere is at least a 50% chance of precipitation over ¥4”, surface

application of Class B Biosolids may not be applied within 24
hours prior to the expected time of the rainfall event.

= Class B Biosolids may be applied within 24 hours of a ¥4” rainfall
(chance or 50% or greater) if the method of application is
through injection.

Weather documentation must be kept on file, daily, during all BUA
events. This can be done by going to weather.gov. Select the
nearest location that provides weather information. Print off the
“Hourly Weather Graph” and keep on file.

Isolation Distances/Buffer Zones

Table C-1: Isolation distance requirements-

Surface application |Injection or Applicable biosolids
isolation distance immediately classification
requirements (feet) | incorporated

isolation distance
requirements (feet)
Class B or bulk
Bedrock 3 3 exceptional quality
Surface waters of Class B or bulk
the 33 33 exceptional quality
state
Sinkhole  or 300 without 300 without
) ) Class B or bulk
UIC class V grass buffer; grass buffer; exceptional quality
drainage 100 with a 100 with a
grass buffer grass buffer
Occupied Building 300 100 Class
B
Private potable
water 300 100 Class
source B
Medical care 1000 300 Class
facility B

Note: All Buffer Zones must be acknowledged Prior to BUA event by supplying the land
application contractor with buffer map.

- Frozen or Snow Covered Ground
o Between December 15" and March 15t BUA can only be done
through injection (preferred) or same day incorporation. Same day
incorporation is incorporation within 6 hours after biosolids are
surface applied.

o Between March 15'and December 15" surface application of Class
B biosolids is prohibited on frozen or snow covered ground unless:

= There is no less than 90% ground cover (grass, corn fodder,
etc.) and there is no cover of ice or show.

= Surface application may not exceed an application rate of
5,000 gallons per acre
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»  Application may not occur on more than 20 contiguous acres.
Application can be no closer than two hundred feet from
surface waters of the state or water ways.

«  Attention must be given to outlets of BUA site surface drainage
tile during and after application events. The OEPA must be
notified within two hours if a runoff or seepage of Class B through
drainage tile outlets is observed.

- BUA sites with subsurface tile drainage

o Allfield tile outlets must be visually monitored before, during,
and after BUA events. Monitoring will be documented and kept
on file.

o Methods or devices to stop or capture subsurface drain flow shall
be immediately accessible.

o If Class B biosolids reach the tile outlet to the surface waters of the state
the beneficial use of biosolids shall cease and flow shall be stopped or
captured and the OEPA must be notified no more than two hours after
the observation is made.

o Application rates may not exceed 13,000 gallons per acre regardless
of application method (surface or incorporation).

o Ifinjection is used biosolids shall only be injected deep enough
to cover the biosolids with soil but no less than 3 inches below
the surface.

o Ifinjection is not an option or the farmer’s desire all tile outlets at the
BUA site are to be plugged at the time of the BUA event.

- Class B Biosolids BUA signs — According to OAC 3745-40-11

o All BUA sites must have signs posted (signs provided by Renergy)
no less than 7 days prior to a BUA application event.

o Signs must be left at site no less than 30 days after BUA events
are finished.

o Must face each road frontage, within twenty-five feet of the road.
o Are unobstructed from view.

- Documentation

o Daily Logs of beneficial use application of Class B Biosolids must
be documented and available at AD site for no less than 5 years.

o Weather documentation during BUA events (see
Precipitation Prohibitions and Resfrictions)

o Documentation of sigh posting, buffer flagging, and tile
outlet monitoring must be kept on file at AD site.

Updated: 9/5/19
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